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LED3*DMX 50 MULTI

Curseurs 
DIP switch                         

ON  OFF
Courant de sortie 
Output current 250 mA 300 mA 350 mA 400 mA 450 mA 500 mA 600 mA 700 mA

Tension de sortie 
Output voltage 8~48 V 8~48 V 8~48 V 8~48 V 8~48 V 8~48 V 8~48 V 8~48 V

Curseurs 
DIP switch                         

ON  OFF
Courant de sortie 
Output current 800 mA 900 mA 1000 mA 1100 mA 1200 mA 1300 mA 1400 mA 1500 mA

Tension de sortie 
Output voltage 8~48 V 8~48 V 8~48 V 8~46 V 8~41 V 8~38 V 8~35 V 8~33 V

CARACTÉRISTIQUES

Entré 200~240 Vac - 50/60 Hz

Sortie Voir tableau suivant

Puissance nominale 50 W max.

Gradation DMX512 - Logarithmique ou linéaire

Facteur de puissance PF≥0,9 à pleine charge

Efficacité 87%

Courant d’appel 2 A

Tension sortie max. 52 Vdc

Câblage 0,5~1,5mm²

Plage de variation 0~100%, LED 0,1%

Ta -10°C ~ +45°C

Protections
à rétablissement automatique contre les surchauffes, 
contre le circuit ouvert et les courts-circuits sur le 
secondaire

TECHNICAL DATA             

Input 220~200 Vac - 50/60 Hz

Output See chart below

Rated power 50W max.

Dimming interface DMX512 - Logarithmic or linear

Power factor PF≥0.9 at full load

Efficiency 87%

Inrush current 2 A

Max output voltage 52Vdc              

Wiring 0,5~1,5mm²

Dimming range 0~100%, LED start at 0.1% possible

Ta -10°C ~ +45°C

Protections Self-resetting protection against over temperatures, 
against open circuit and against output short circuits.
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