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LED3*DOWNLIGHT S

FINITIONS FINISH               
Blanc
White

Noir
Black

Argent
Silver

OPTIONS OPTIONS
IRC 90+ sur demande
CRI90+  on request
Gestion DALI, DMX, 0-10V, KNX, Radiofréquence, Triac, Push Dim
DALI, DMX, 0-10V, KNX, Radio Frequency, Triac, Push Dim control

LED Philips COB - IRC 85+
LED Philips COB - CRI85+

35 000 heures - L80 B10 à Ta = 25°C
35 000 hours - L80 B10 at Ta = 25°C

Aluminium peint
Aluminium painted

Convertisseur deporté inclus
Converter included

-20°C / +45°C
-20°C  / +45°C

CC
650°C

UGR
<19

IP
40

RoHS

RÉFÉRENCES
REFERENCES CC COULEUR

COLOR OP OPTIQUE
BEAM ANGLE

FLUX (4000K)
LUMENS (4000K)

PUISSANCE
POWER

ALIMENTATION
POWER

TAILLE (AXB)
SIZE (AXB)

PERÇAGE
CUT-OUT

LDLS.8-CC-OP

27K =

30K =

40K =

2700 K

3000 K

4000 K

15 =

24 =

36 =

60 =

15°

24°

36°

60°

1040 lm 8 W 200 mA Ø84x34 mm Ø75 mm

LDLS.15-CC-OP  1950 lm 15 W 350 mA Ø105x42 mm Ø95 mm

LDLS.20-CC-OP 2600 lm 20 W 500 mA Ø136x50 mm Ø125 mm

LDLS.30-CC-OP 4420 lm 30 W 800 mA Ø162x58 mm Ø150 mm

LDLS.40-CC-OP 5200 lm 40 W 1050 mA Ø213x66 mm Ø200 mm
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