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RÉFÉRENCES
REFERENCES CC COULEUR

COLOR OP OPTIQUE
BEAM ANGLE

FLUX (4000K)
LUMENS (4000K)

PUISSANCE
POWER

ALIMENTATION
POWER

TAILLE (AXB)
SIZE (AXB)

PERÇAGE
CUT-OUT

LDL5Ti-CC-OP

27K =

30K =

40K =

50K =

2700 K

3000 K

4000 K

5000 K

36 =

60 =

36°

60°

530 lm 5 W 130 mA Ø80x40 mm Ø68-72 mm

LDL8Ti-CC-OP 815 lm 8 W 180 mA Ø80x40 mm Ø68-72 mm

LDL10Ti-CC-OP 1000 lm 10 W 230 mA Ø90x50 mm Ø75-80 mm

LDL13Ti-CC-OP 1350 lm 13 W 300 mA Ø110x65 mm Ø90-95 mm

FINITIONS FINISH               
Blanc
White

Noir
Black

Argent
Silver

Chrome
Chrome

OPTIONS OPTIONS
IRC 90 or IRC 97 sur demande
CRI90 or CRI97 on request
Gestion DALI, DMX, 0-10V, KNX, Radiofréquence, Triac, Push Dim
DALI, DMX, 0-10V, KNX, Radio Frequency, Triac, Push Dim control

LED CITIZEN COB - IRC 82+
LED CITIZEN COB - CRI82+

35 000 heures - L80 B10 à Ta = 25°C
35 000 hours - L80 B10 at Ta = 25°C

Aluminium peint
Aluminium painted

Convertisseur deporté inclus
Converter included

-20°C / +45°C
-20°C  / +45°C

CC
650°C IP

65
RoHS

LED3*DOWNLIGHT TILT IP65

B
A

±30°


